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 / Bulgarian

Arabic /
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 / Chinese simplified

Hrvatski / Croatian
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 / Czech

Nederlands / Dutch

1.
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13.
14.
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13.
14.

Informatie met betrekking tot de verwerking van afgedankte elektrische en elektronische apparatuur (voor de Europese landen die het afval 
gescheiden inzamelen) Producten die zijn gemarkeerd met een doorgekruiste vuilnisbak op wieltjes mogen niet met het gewone huisvuil worden 
weggegooid. Deze elektrische en elektronische producten dienen te worden gerecycled door geschikte faciliteiten, die in staat zijn om deze producten en 
componenten te verwerken. Om te weten te komen hoe en waar deze producten ingeleverd kunnen worden bij het dichtstbijzijnde recycling/inzamelingspunt, 
verzoeken wij u om contact op te nemen met uw lokale gemeente. Het op correcte wijze recyclen en inzamelen van afval draagt bij aan de bescherming van 
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English / English

1.

2.
3.
4.
5.
6.

7.
8.
9.

10.

11.
12.

13.
14.

Eesti / Estonian
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Suomi / Finnish

Français / French
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Deutsch / German

1.

2.
3.

4.
5.
6.

7.
8.

9.

10.

11.
12.

13.
14.

/ Greek
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Bahasa Indonesia / Indonesian
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Útmutató / Hungarian

1.

2.
3.

4.
5.
6.

7.
8.
9.

10.

11
12.

13.
14.

 



Owner’s Manual

9

Italiano / Italian

1.
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8.
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11.
12.
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14.

 

 / Japanese
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 / Lithuanian

1.
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14.

 / Korean
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Polski / Polish

1.

2.
3.

4.
5.
6.  

7.
8.
9.

10.

11.
12.

13.
14.

Português / Portuguese

1.  
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5.
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12.

13.
14.
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/ Russian

1.
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5.
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7.
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9.

10.

11.
12.

13.
14.
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 / Slovenian

1.
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3.
4.
5.
6.

7.
8.
9.
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12.

13.
14.

 

Slovensky / Slovak

1.
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Svenska / Swedish

1.

2.
3.
4.
5.
6.

7.
8.
9.

10.

11.
12.

13.
14.

 

Español / Spanish

1.

2.

3.

4.
5.
6.

7.
8.
9.

10.

11.
12.

13.
14.
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Türkçe / Turkish

1.

2.
3.
4.
5.
6.

7.
8.
9.

10.

11.
12.

13.
14.

 

 / Thai

1.
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13.
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 /  / / /  / / 
 / / / /  / 

 /  /  /  / / / 
 / /  / /  / / 

 / /  / 

DS 25.3

DS 38.3

DS 30.3
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DS 250.3

DS 300.3
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/  /  /  / /  /  /  /  /  / /  / 
 /  /  /  /  /  /  /  /  / / /  / 

 /  / 

A

B

C

D

 257 234 116 104 mm

 10.1 9.2 4.6 4.1 in.

 306 279 132 120 mm

 12 11 5.2 4.7 in.

 388 350 165 152 mm

 15.27 13.78 6.5 5.98 in.

 A B C D

DS 25.3

DS 30.3

DS 38.3

 DS 25.3 / DS 30.3 / DS 38.3
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A

EF

B

C

D

 257 234 118 106 263 38 mm

 10.1 9.2 4.6 4.2 10.4 1.5 in.

 306 279 134 122 312 41 mm

 12 11 5.3 4.8 12.3 1.6 in.

 A B C D E F

DS 250.3

DS 300.3

 DS 250.3 / DS 300.3
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/  / /  / /  /  /  /  /  / / 
 / /  / /  /  /  /  /  /  

/  /  /  /  /  / 

 DS 25.3 / DS 30.3 / DS 38.3  DS 250.3 / DS 300.3

OK
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 /  / /  / /  / /  / /
 / /  / /  / /  / /  / 

/ / /  /  /  /  /  / 
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/  / /  / /
/  /  / /  /  /

 /  /  /  / /
/  /  /  /  /  / 

 /  /  / 

Sub 1 + Sub 2 + Sub 3 +...
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/  / /  /  / 
/  /  /  / / 

 /  / /  /  / 
 / /  / /  / / 

 /  /  / /  / 

Sub 1   Sub 2    Sub 3

1

1 1 1
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DS 25.3 / DS 30.3 / DS 38.3 / DS 250.3 / DS 300.3

1 SPEAKER PARALLEL SERIES

MIXED
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FREE AIR DC
RESISTANCE

DS 25.3

1 Speaker
S

er
ie

s
P

ar
al

le
l

M
ix

ed

2 Speakers

2 Speakers

4 Speakers

3 Speakers

3 Speakers

6 Speakers

4 Speakers

4 Speakers

8 Speakers

DS 30.3 DS 38.3 DS 250.3 DS 300.3

3,3

6,6

9,9

13,2

1,7

1,1

0,8

3,3

2,2

1,7

3,3

6,6

9,9

13,2

1,7

1,1

0,8

3,3

2,2

1,7

3,4

6,8

10,2

13,6

1,7

1,1

0,9

3,4

2,3

1,7

3,3

6,6

9,9

13,2

1,7

1,1

0,8

3,3

2,2

1,7

3,4

6,8

10,2

13,6

1,7

1,1

0,9

3,4

2,3

1,7
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/ / / / /
/ / / / / /

/ / / / /
/ / /  / / /  /

/ / /



Owner’s Manual

27



28

 / /  / /  / /
 /  /  /  /  / 

/  /  /  /  /  / /
 /  /  /  /  /

 /  /  /

Subwoofer

250 
10

600

150

4 

32 ÷ 400

100 x 50 x 25
4 x 2 x 1

1,2

73.2

3
6.6

38
1.5

High density
flux ferrite

Polypropylene with
Mica injection

16
0.63

Subwoofer

380 
15

1200

300

4 

25 ÷ 250

134 x 70 x 25
5.3 x 2.75 x 1

2

122

4,25
9.37

38
1.5

High density
flux ferrite

Polypropylene with
Mica injection

16
0.63

Subwoofer

300 
12

1000

250

4 

28 ÷ 300

115 x 50 x 25
4.5 x 2 x 1

1,8

109.8

4
8.8

38
1.5

High density
flux ferrite

Polypropylene with
Mica injection

16
0.63

Subwoofer

250 
10

800

200

4 

32 ÷ 400

120 x 60 x 25
4.7 x 2.4 x 1

1,2

73.2

3,1
6.8

50
2

High density
flux ferrite

Polypropylene with
Mica injection

17
0.67

Subwoofer

300 
12

1200

300

4 

28 ÷ 300

134 x 60 x 25
5.3 x 2.4 x 1

1,8

109.8

4,1
9

50
2

High density
flux ferrite

Polypropylene with
Mica injection

17
0.67

DS 25.3 DS 30.3 DS 38.3 DS 250.3 DS 300.3

Component

Size

Impedance

Magnet size

Voice coil Ø

Magnet

Cone

X-mech *

Power
handling

Frequency
response

Total driver
displacement

Weight of one
component

W continuous

W peak

mm

mm

mm

Kg

l

mm

in.

in.

in.

in.

lb.

cu.in.

Hz
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X-mech*
-

DS 25.3 / DS 250.3 / DS 30.3 / DS 300.3 / DS 38.3

Sealed Box

DS 25.3
DS 250.3

Vcc

Fc

DS 30.3
DS 300.3

DS 38.3

 15,3 21 38,8 l

 933 1281 2370 cu.in.

 58 56 55 Hz

DS 25.3
DS 250.3

W

H

D

DS 30.3
DS 300.3

DS 38.3

 300 320 430 mm

 11.81 12.6 16.9 in.

 300 320 430 mm

 11.81 12.6 16.9 in.

 170 205 210 mm

 6.69 8.07 8.3 in.
Acoustic damping material
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DS 25.3 / DS 250.3 / DS 30.3 / DS 300.3 / DS 38.3

Reflex box

DS 25.3
DS 250.3

Vb

Fb

DS 30.3
DS 300.3

DS 38.3

 18 23,9 49 l

 1098 1461 2991 cu.in.

 43 40 33 Hz

DS 25.3
DS 250.3

W

H

D

DS 30.3
DS 300.3

DS 38.3

 300 340 600 mm

 11.81 13.39 23.6 in.

 300 320 430 mm

 11.81 12.6 16.9 in.

 200 220 190 mm

 7.87 8.66 7.5 in.

Reflex Tube

Reflex Box

DS 25.3
DS 250.3

Ø

L

DS 30.3
DS 300.3

DS 38.3

 62 82 100 mm

 2.4 3.2 3.9 in.

 155 175 250 mm

 6.1 6.9 9.84 in.

/ / /  / / / / / /
/  / / / / / /  / / 

/ /  /  / / / / /

Acoustic damping material



Owner’s Manual

31

/  / /  / /
 / /

/ /
/ / /

/
/ /  /

Spl**

 DS 25.3 DS 30.3 DS 38.3 DS 250.3 DS 300.3

 215 258 330 215 258

 9 9 9 10 10

 3,3 3,3 3,3 3,4 3,4

 36 32 23 36 34

 2,15 2,2 2,34 1,33 1,73

 34 70 244 29 56,8

 106 133 198 120 150

 0,18 0,18 0,24 0,15 0,14

 8,5 11,2 11,4 11,8 13,9

 0,92 0,62 0,65 0,62 0,51

 1,13 0,71 0,74 0,69 0,56

 5 5,14 5,4 6,35 5,67

 89 91 92 90 92

D mm

Xmax mm

Re 

Fs Hz

Le mH

Vas l

Mms g

Cms mm/N

BL 

Qts

Qes

Qms

Spl** dB

IN FREE AIR
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The Hertz products are warranted, under normal functioning conditions, for the period of time as set by the laws in force, 
against defects concerning materials or their manufacturing. The warranty is valid from the date of purchase, certified by 
receipt.
The warranty is not valid if:

  depending on materials or manufacturing defects;

While the product is under warranty, defective parts will be repaired or replaced at the manufacturer’s discretion. 
The defective product, along with notification about it, must be returned to the dealer from which it was purchased 
together with the warranty certificate duly filled in. If the product is no longer under warranty, it will be repaired at the 
current costs.
Elettromedia s.r.l. does not undertake any liability for damages due to transportation.
Elettromedia s.r.l. does not take any responsibility for: costs or loss of profit due to the impossibility to use the product, 
other accidental or consequential costs, expenses or damages suffered by the customer.
Warranty according to laws in force.
For more information visit the Hertz website.

Hertz Warranty

PART OF ELETTROMEDIA - 62018 Potenza Picena (MC) Italy - T +39 0733 870 870 - F +39 0733 870 880 - www.elettromedia.it
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C

B
A

D

A 306 mm (12 in.)

B 279 mm (11 in.)

C 132 mm (5.2 in.)

D    120 mm (4.7 in.)

DS 30.3   1000 W

1k50020010050201010 1kHz

50.0

Ohm

40.0

30.0

20.0

10.0

0.0

Technical Specifications

Component Subwoofer 
Size mm (in.) 300 (12)
Power handling W peak 1000
 cont. program 250
Impedance  4
Frequency response Hz 28 ÷ 300
Sensitivity dB/SPL 91
Magnet size mm 115 x 50 x 25 
D x d x h (in.) (4.5 x 2 x 1)
Total Driver  l (cu.in) 1,8 (109.8)
Displacement 
Voice Coil  mm (in.) 38 (1.5)
Magnet                          High density flux ferrite
Cone                         Polypropylene with Mica injection
Weight of one  kg (lb.) 4 (8.8)
component 
*X-mech mm (in.) 16 (0.63)

* X-mech: maximum mechanical excursion; indicates the
maximum linear motion range of the speaker in both directions. 

Electro-Acoustic Parameters

D mm 258
Xmax mm 9
Re Ω 3,3
Fs Hz 32
Le  mH 2,2
Vas l 70
Mms g 133
Cms mm/N 0,18
BL T·m 11,2
Qts - 0,62
Qes - 0,71
Qms - 5,14

Spl dB 91

1. Polypropylene membrane stiffened with mineral powder.
2. High excursion butyl rubber surround.
3. Deep ribbing on the surface of the cone increase rigidity.
4. Very high efficiency, with superior power handling.
5. Designed to be used in small sealed or reflex (vented) enclosures.
6. Pure copper voice coil, wound on aluminum former, for very good thermal 
 and mechanical capacity.
7. Venting system provides better thermal dissipation and consistent 
 performance.
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