
PROGRAMMING HD RADIO

NOTE: It is necessary to re-fl ash your HD radio before installation of this kit.  If you do not have the Techno Research Centurion program software you may purchase a Kicker TRHDP Radio 

Flash Programmer.  

 

GETTING STARTED

1.  Remove the seat and disconnect both negative and positive battery terminals.

2.  Remove the windshield.

3.  Remove the outer fairing.

 a. Remove the four mounting screws, unplug the headlamp and set aside on a soft cloth.

4.  Remove the fuel tank.

 a. Unplug the fuel fi tting on the left side of the tank. You may remove the console if you want to retain vent line routing and connector placement.

  b. Remove all four mounting bolts and carefully lift the tank off the bike and set aside.

5.  Remove wire caddy cover.

 a. Carefully release each tab along the caddy until it lifts completely.

SPEAKER INSTALLATION

6.  Remove one of the white speaker pods from the inner fairing. (Fig. 1)

 a. There are fi ve fasteners in the center portion and three on the outside to release it from the inner fairing.

7.  Remove the stock speaker and replace with the PSC652 speaker from the kit.

 a. Install the provided speaker ring adapter onto the speaker pod. (Fig. 2)

 b. Install the speaker into the pod and fasten with the original speaker screws. (Fig. 3)

8.  Reinstall the pod to the inner fairing.

9.  Repeat for the other side.

AMP INSTALLATION

If you have a 2020 Street or Tri Glide, the following steps must be completed before amplifi er installation:

Remove four screws from the HD Connect Module. Remove Module from Bracket. Relocate Module to the clutch side of the radio and secure with two 8” zip ties included. (Fig. 4 and Fig 5.)

NOTE: There may be some connectors that will need to be relocated off of the radio chassis for the amp bracket to fi t.

10. Fasten the amplifi er to the bracket with the supplied hardware.

 a. Insert the bolts through the bottom of the bracket and install the locknuts to the amplifi er.

11. At this time, it is highly recommended to set the amp gain setting to 0. KICKER recommends that the dip switches be set up as follows (Fig 6):

Auto turn-on - 12V Input level - HI Amp1: HI-PASS – 80 Hz Input Gain control – 0

Fader - ON  Amp2: HI-PASS – 60 Hz (6x9)
  80 Hz (6.5” Tour Pack)

12. After fi nishing System Setup, use the supplied ¼” hardware and fasten the amp/bracket assembly to the radio chassis with the 10-pin connector and power connector facing the throttle 

side. (Fig. 7)

HARNESS INSTALLATION

13. Plug the harness into the amplifi er and route the speaker wires to their respective locations. (Fig. 8)

 a. Separate the speaker connectors and plug in the amplifi er harness to each speaker.

14. Plug the 4-pin male, rear audio connector into the 4-pin female rear audio signal connector coming from the radio harness. (Fig. 9 and Fig. 10)

15. Plug the switched power harness into the 2-pin amp connector on the throttle side of the fairing. (Fig. 11)

16. Plug the blue wire on the kicker harness into the switched power harness lead with one wire.

 a. This allows for an accessory 12V port to remain available.

17. Route the power leads along the clutch side of the frame neck, in the electrical caddy to the seat area. (Fig. 12)

NOTE: If you are not running rear speaker lids or tour pack, please plug in the Dummy Load Plug into the amplifi ed rear speaker output at the end of the harness. (Figs. 13, 14, 15)

18. Reconnect the battery terminals and pull the excess harness slack back into the fairing. Create a slack loop with excess harness slack.

19. Plug the radio in, and set the gain.

20. Test component function and set the gain to optimize system performance.

21. Carefully reassemble the motorcycle and enjoy your new audio kit!

46HDS144
Motorcycle Audio Kit Installation Guide for Harley Davidson® 

Electra Glide | Street Glide | Ultra Glide | Bat Wing Trikes
2014–Newer (FLHT) 

Package Contents:

(1) Install Guide (1) Wiring Harness (4) Black Cable Ties (2) 6-1/2” KICKER Speakers & Grilles 

(4) 8-32 x 1/2” Button Head Bolts (1) Stainless Steel Mounting Bracket (1) 75W x 4 KICKER Amp (4) 8-32 Nylock Nuts

(1) Mounting Hardware (3) 1/4” 20 washers (3) 1/4” 20 1” bolts (3) 1/4” 20 Nylock Nuts

(1) Dummy Load Plug

Important: Over-tightening mounting fasteners may result in damage to your motorcycle. Please refer to your service manual for proper 

procedures and torque specifi cations. KICKER is not responsible for damage resulting from improper installation techniques. This kit may not be compatible with some aftermarket head units.

FRONT KIT PROGRAMMING WITH KICKER TRHDP

Follow instructions included with KICKER TRHDP

FRONT & REAR KIT PROGRAMMING WITH KICKER TRHDP

Follow instructions included with KICKER TRHDP



KICKER cannot be held responsible for any damage to painted surfaces during removal or addition of KICKER parts. 46HDS144-F-20200305
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For questions, please contact KICKER Technical Support at 800-256-0808, M-F 8:00 am – 5:00 pm CST or email at support@kicker.com.  For installation videos please go to our 

Kicker YouTube channel.



PXA Amplifiers 

PXA 4-CHANNEL AMPLIFIER 
PXA300.4 

Owner's Manual I English 

Manual del Propietario I Espanol 
AMPLIFICADOR DEL LA SERIE PXA.4 

Benutzerhandbuch I Deutsch 
MONOVERSTARKER DER PXA.4-SERIE 

Manuel d'utilisation I Frant;aise 
AMPLIFICATEUR DE SERIE PXA.4 



{fKICKER. 
MODEL: 

Authorized KICKER Dealer: 

Purchase Date: 

Serial Number· 

PXA.4-SERIES AMPLIFIERS 
OWNER'S MANUAL 

PXA300.4 

IMPORTANT SAFETY WARNING - PROLONGED CONTINUOUS OPERATION OF AN AMPLIFIER IN A 
DISTORTED OR CLIPPED MANNER CAN CAUSE YOUR AUDIO SYSTEM TO OVERHEAT, POSSIBLY CATCHING 
FIRE AND RESULTING IN SERIOUS DAMAGE TO YOUR COMPONENTS AND/OR VEHICLE. 

PERFORMANCE 

Model: 

RMS Power [Watts] 
@ 14.4V, 40 stereo, <;: 1 % THD+N 
@ 14.4V, 20 stereo, ~ 1 % THD+N 
@ 14.4V, 40 mono,<; 1% THD+N 

Length [in, cm] 

Height [in, cm] 

Width [in, cmj 

Frequency Response [Hz] 

Signal-to-Noise Ratio [dB] 

Input Sensitivity 

Electronic Crossover 

PXA300.4 

50x4 
75 x4 
150 X 2 

7-13/16, 19.7 

1-5/8, 4 

2-9/16, 6.5 

10 - 20k 

95 

Low Level: 125mV-5V 
High Level: 250mV-10V 

Selectable HI or OFF; 6GHz, B0Hz or 120Hz; 24dB/octave slope 

Pro Tip: To get the best performance from your new KICKER Amplifier and extend the warranty by 1 year, use 
genuine KICKER accessories and wiring. 

INSTALLATION 

Mounting: Choose a structurally sound location to mount your KICKER amplifier. Make sure there are no items 
behind the area where the screws will be driven. Choose a location that allows at least 4" (10cm) of open 
ventilation for the amplifier. Drill four holes using a 7 /64" (3mm) bit and use the supplied #8 screws to mount the 
amplifier. 

Wiring: Disconnect the vehicle's battery to avoid an electrical short. Then, connect the PXA harness to the 
amplifier. A good ground connections is important. If this amplifier is mounted in the front fairing of a motorcycle, it 
will be best to extend the ground wire all the way to the battery. 

The PXA amplifiers have the capability to receive almost any level of input signal. If a Hi-Level signal 1s coming 
from the speaker leads of the source unit, simply cut off the RCA jacks and connect it directly to the exposed 
wires. Set the Input Level switch to Hi. Set the Auto Turn-On to DC. If speaker leads are not available from your 
source unit, use an RCA stereo cable to connect directly to the RCA connectors of the PXA amplifier. Set the 
Input Level switch to Lo. Set the Auto Turn-On switch to+ 12V, and use the blue remote trigger wire to tum the 
amplifier on. 
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to amplifier 

from source unit high-level speaker outputs 

Model 

PXA300.4 

External Fuse 

1 x40 Ampere 

Cut tl1e looped red power cable located on the PXA harness and install a 40A fuse. Fuse 1nstallat1on should be 
within 18" (45cm) of the battery and in-line with the harness' power cable, which is connected to your amplifier. 
If you ever need to remove the amplifier from the vehicle after it has been installed, the ground wire should be 
the last wire disconnected from the amplifier--just the opposite as when you installed it. Use 8 gauge wire if the 
power wire is greater than 10 feet in length: 10 gauge if less. 

---

remote turn-on 

S24" 
{60cm) 

bare-metal 
chassis ground 

insert power and 
ground terminal 
adapter 

speaker outputs 

S18" 

14 (45cm) ►I 

external fuse 
(40A) battery 

_,, 
"'"' ~f ♦ Ml/Pl Mr 

Lil Lil aA/11 

RCA inputs 
(remove to use hi-level input) 

---
bare-metal chassis ground 3 



BRIDGED OPERATION (MONO) 
minimum impedance of 4 ohms 

Left+ 

4 

AMP 2 
Right -

Mm. 4 Ohm 

AMP1 
Left+ 



OPERATION 

FADER 

HI-PASS FILTER OFF 

~~ ~~ ~~ ~~ ~ 
bd bd bd bd ON 

r/NPUT LEVEL r AUTO TURN-ON 
LO 12V 

~ ~ 
HI DC 

60Hz B0Hz 120Hz OFF 

AMP1 AMP2 

~ ~~~~~~~ 
1234567 

Automatic Turn-On Selection: The PXA series offers two automatic turn on modes that can be selected on 
the end panel; + 12V or DC Offset. Using the DC Offset mode causes the REM terminal wire to have+ 12V out 
for turning on additional amplifiers. 

• Remote Turn-On: Set the switch to+ 12V to use the remote turn-on lead from the PXA harness. Run 18 
gauge wire from the Remote Turn-On Lead on your source unit to the REM wire on the PXA harness. (Best 
for Lo-Level input) 

• DC Offset Turn-On: The DC Offset mode detects a 6V DC offset from the HI-Level speaker outputs when 
the source unit has been turned on. (Best for Hi-Level input) 

Input Level: The RCA inputs on KICKER PXA amplifiers are capable of receiving either Hi or Low-level signals 
from your source unit. When using a Hi-Level signal, simply set the Input Level switch on the amplifier to HI. 

Fader Switch: Turn the fader switch ON if you are running two sets of inputs (front and rear for example) to the 
amplifier. Leave the fader switch OFF if you want to drive all channels from a single stereo input. 

HI-PASS Switches: Use the HI-PASS switches behind the protective rubber covering of the amplifier to set the 
internal crossover. Choose a cutoff of 60Hz, 80Hz, 120Hz, or OFF depending on the configuration of switches. 
Never change the switches with the audio system on! 

Input Gain Control: The input gain control is not a volume control. It matches the output of the source unit to 
the input level of the amplifier. Turn the source unit up to about 3/4 volume (if the source unit goes to 30, turn it 
to 25). Next, slowly turn (clockwise) the gain on the amplifier up until you can hear audible distortion, then turn it 
down a little. 
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TROUBLESHOOTING 

If your amplifier does not appear to be working, check the obvious things first such as blown fuses, poor or 
incorrect wiring connections, incorrect setting of crossover switch and gain controls, etc. There Is a Power 
Protection LED on the side power panel of your Kicker PXA series amplifier. Depending on the state of the 
amplifier and the vehicle's charging system, the LED will glow either Red or Blue. When the blue LED Is lit this 
indicates the amplifier is turned on and no trouble exists. 

Blue LED off, no output? With a Volt Ohm Meter (VOM) check the following: 0 + 12 volt power terminal 
(should read+ 12V to+ 16V) @ Remote tum-on terminal (should read+ 12V to+ 16V) @ Check for reversed 
power and ground connections G)Ground terminal, for proper conduct1v1ty. 0 For Hi-Level input, check input 
wires for +6V. 

Blue LED on, no output? Check the following: O RCA connections @ Test speaker outputs with a "known" 
good speaker. @ Substitute source unit with a "known" good source unit. G)Check for a signal in the RCA 
cable feeding the amplifier with the VOM meter set to measure "AC" voltage. 

Protection LED flashing with loud music? The red LED indicates low battery voltage. Check all the 
connections in your vehicle's charging system. It may be necessary to replace or charge your vehicle's battery or 
replace your vehicle's alternator. 

Protection LED on, no output? 0 Amplifier is very hot = thermal protection Is engaged. Test for proper 
impedance at the speaker terminals with a VOM meter (see the diagrams in this manual for minimum 
recommended impedance and multiple speaker wiring suggestions). Also check for adequate airflow around 
the amplifier. @ Amplifier shuts down only while vehicle is running= voltage protection circuitry is engaged. 
Voltage to the amplifier is not within the 10-16 volt operating range. Have the vehicle's charging and electrical 
system inspected. @ Amplifier will only play at low volume levels= short circuit protection is engaged. Check 
for speaker wires shorted to each other or to the vehicle chassis. Check for damaged speakers or speaker(s) 
operating below the minimum recommended impedance. 

No or low output? 0 Check the balance control on source unit @ Check the RCA (or speaker input) and 
speaker output connections. 

Alternator noise-whining sound with engine's RPM? 0 Check for damaged RCA (or speaker input) cable 
@ Check the routing of RCA (or speaker input) cable @ Check the source unit for proper grounding G)Check 
the gain settings and turn them down if they are set too high. 

Reduced bass response? Reverse a speaker connection from positive to negative on the stereo/subwoofer 
channel(s); if the bass improves, the speaker was out of phase. 

Ground Noise? KICKER amplifiers are engineered to be fully compatible with all manufacturers' head units. 
Some head units may require additional grounding to prevent noise from entering the audio signal. If you are 
experiencing this problem with your head unit, in most cases running a ground wire from the RCA outputs on the 
head unit to the chassis will remedy this issue. 

CAUTION: When jump starting the vehicle, be sure that connections made with jumper cables are correct. 
Improper connections can result in blown amplifier fuses as well as the failure of other critical systems in the 
vehicle. 

If you have more questions about the installation or operation of 
your new KICKER product, see the Authorized KICKER Dealer 
where you made your purchase. For more advice on installation, 
click on the SUPPORT tab on the KICKER homepage, www. 
kicker.com. Choose the TECHNICAL SUPPORT tab, choose 
the subJect you are interested in, and then download or view the 
corresponding information. Please E-mail support@kicker.com or 
call Technical Services (405) 624-8583 for unanswered or specific 
questions. 
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ELECTRONICS LIMITED WARRANTY 

When purchased from an Authorized KICKER Dealer, KICKER warrants this product to be free from defects in material 
and workmanship under normal use for a period of TWO (2) YEARS from date of original purchase. If this product is 
identified as "Refurbished" or "B Goods", the warranty is limited to a period ofTHREE (3) MONTHS from date of original 
purchase. In all cases you must have the original receipt. Should service be necessary under this warranty for any reason 
due to manufacturing defect or malfunction during the warranty period, KICKER will repair or replace (at its discretion) 
the defective merchandise with equivalent merchandise. Warranty replacements may have cosmetic scratches and 
blemishes. Discontinued products may be replaced with more current equivalent products. This warranty 1s valid only for 
the original purchaser and is not extended to owners of the product subsequent to the ong1nal purchaser. Any applicable 
implied warranties are limited in duration to a period of the express warranty as provided herein beginning with the date of 
the original purchase at retail, and no warranties, whether express or implied, shall apply to this product thereafter. Some 
states do not allow limitations on implied warranties; therefore, these exclusions may not apply to you. This warranty 
gives you specific legal rights; however you may have other rights that vary from state to state. 

WHAT TO DO IF YOU NEED WARRANTY OR SERVICE: 
Defective merchandise should be returned to your local Authorized Stillwater Designs (KICKER) Dealer for warranty 
service. Assistance in locating an Authorized Dealer can be found at www.kicker.com or by contacting Stillwater Designs 
directly. You can confirm that a dealer is authorized by asking to see a current authorized dealer window decal. 

If 1t becomes necessary for you to return defective merchandise directly to Stillwater Designs (KICKER). call the KICKER 
Customer Service Department at (405) 624-8510 for a Return Merchandise Authorization (RMA) number. Package only 
the defective items in a package that will prevent shipping damage, and return to: 

Stillwater Designs, 3100 North Husband St, Stillwater, OK 74075 

The RMA number must be clearly marked on the outside of the package. Please return only defective components. The 
return of functioning items increases your return freight charges. Non-defective items will be returned freightcollect to you. 
For example, if a subwoofer 1s defective, only return the defective subwoofer, not the entire enclosure. Include a copy 
of the original receipt with the purchase date clearly visible, and a "proof-of-purchase" statement listing the Customer's 
name, Dealer's name and invoice number, and product purchased. Warranty expiration on items without proof-of­
purchase will be determined from the type of sale and manufacturing date code. Freight must be prepaid; items sent 

freight-collect, or COD, will be refused. 

WHAT IS NOT COVERED? 
This warranty is valid only if the product is used for the purpose for which it was designed. It does not cover: 

o Damage due to improper installation 
o Subsequent damage to other components 
o Damage caused by exposure to moisture, excessive heat, chemical cleaners, and/or UV radiation 
o Damage through negligence, misuse, accident or abuse. Repeated returns for the same damage may be 

considered abuse 
o Any cost or expense related to the removal or reinstallation of product 
o Speakers damaged due to amplifier clipping or distortion 
o Items previously repaired or modified by any unauthorized repair facility 

o Return shipping on non-defective items 
o Products with tampered or missing barcode labels 
o Products with tampered or missing serial numbers 
o Products returned without a Return Merchandise Authorization (RMA) number 
o Products purchased from an UNAUTHORIZED dealer 

o Freight Damage 
o The cost of shipping product to KICKER 

0 Service performed by anyone other than KICKER 5) stillwaterdesigns 
HOW LONG WILL IT TAKE? 
KICKER strives to maintain a goal of one week turnaround for all electronics (amplifiers, crossovers, equalizers, etc.) 
returns. Delays may be incurred if lack of replacement inventory or parts is encountered. Failure to follow these steps 
may void your warranty. Any questions can be directed to the KICKER Customer Service Department at (405) 624-8510. 
Contact your International KICKER dealer or distributor concerning specific procedures for your country's warranty 

policies. 

Note: All specifications and performance figures are subJect to change. Please visit www.kicker.com for the most 

current information. 
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INTERNATIONAL WARRANTY 

Contact your lntermitional KICKE:R dealer or d1stnb1 ,tor c oncernIng 
spec1f1c procedures for your country's Wflrr<inty pouc 1es. 

WARNING KICKER products are capnl.Jle ul producing sound leve15 
that can permanently dan age your heanng1 Turning up a system tc, n 
level that has audible d1stortior s more damaging to your ears tt1;1r' 
Ii~ tening to an undistorted systerr at the san·e volume eve!. The 
threshold of prnn is always an 1nd1cator that the sound level 1s too loud 
and may permanently damnge your heanng. Please use common 
sense whP.r' r.()ntrolling volume. 

GARANTIA INTERNACIONAL Versi6n Espanol 

Our goods come with gu·unrh ,, that ·qnr'Jt be 
E'XCluded under the Australian Consumer Law. 
You are entitled a rep, i, 0 rr• ,n >r refund for a 
major failure and 10r comµt,n:,at1on for any other 
reasonably foreseeable loss or dnmage. You are also 
entitled to t->ave the goods repaired or replaced ij the 
goods fail to be of acceptable quality and the failure 
cJr=s not arrount to a major failure. 

Comuniquese con su concesIonano o d1stribu1dor KICKER 1nternac1onal para obtener 1nfor aci6n sobre procedirrnentos espec1ficos 
relacionados con las normas de garant1a de su prns. 

ADVERTENCIA. Los excitadores KICKER son r:apaces de producir niveles de sonido que pueden danar permanenternentc 
el oido. Sub1r el volumen del sistema hasta un n1vel que produzca distorsi6r es mas dan1no para el 01cio que escuchar un 
s1stema sin distorsi6n al mismo volumen. El dolor es siempre una 1nd1cac16n de que el sonido es muy fuerte y que puede d,irar 

permanentemente el oido. Sea precavido cuando controle el volumen. 

La frase "combustible para vivir la vida Liv1n' Loud1 "' a todo volumen" se refiere al entusiasmo por la vida que la marca KICKER 
de estereos de autom6vil representa y a la recomendaci6n a nuestros clientes de que vivan lo meJOr pasible {"a todo volumen") 
en todo sentido. La linea de altavoces y amplificadores KICKER es la mejor del mercado de audio de autom6viles y por lo tanto 
representa el "combustible" para viv1r a todo volumen en el area de ·estereos de autom6vil" de a vida de nuestros cl1entes. 
Recomendamos a todos nuestros clientes que obedezcan todas las reglas y reglamentos ocaies sobre ru1do en cuanto a os 
niveles legales y apropiados de audici6n fuera del vehiculo. 

INTERNATIONALE GARANTIE Deutsche Version 

Nehmen Sie mit lhren 1nternat1onaIen KICKER-Fachhandler oder Vertrieb Kontakt auf. um Details ..)ber die Garantieleistungen In 
lhrem Land zu erfahren. 

WARNUNG: KICKER-Treiber k6nnen e1nen Schallpegel erzeugen, der zu permanenten Geh6rschaden !Ohren kann1 Wenn Sie ein 
System auf einen Pegel stellen, der h6rbare Verzerrungen erzeugt, schadet das lhren Ohren mehr, als ein nicht verzerrtes System 
auf dem gleichen Lautstarkepegel. Die Schmerzschwelle ist immer eine Anzeige dafur, dass der Scha!lpege1 zu laut 1st und zu 
permanenten Geh6rschaden fuhren kann. Se1en Sie be1 der Lautstarkeeinstellung bitte vemOnftig! 

Der Slogan "Treibstoff fur Liv1n' Loud" bez1eht sich auf die mit den KICKER-Autostereosystemen assoz11erte Lebensfreude und die 
Tatsache, dass wir unsere Kunden ermutigen, 1n alien Aspekten ihres Lebens nach dem Besten ("Liv1n' Loud") zu streben Die 
Lautsprecher und Verstarker von KICKER sind auf dem Markt fur Auto-Soundsysteme fuhrend und stellen somit den "Treibstoff" 
fur das Autostereoerlebnis unserer Kunden dar. Wir empfehlen alien unseren Kunden, sich bezOglich der zugelassenen und 
passenden Lautstarkepegel auBerhalb des Autos an die 6rtlichen Larmvorschnften zu halten. 

GARANTIE INTERNATIONALE Version Fram;aise 

Pour conna'itre les procedures propres a la politique de garantie de votre pays, contactez votre revendeur ou distnbuteur 
International KICKER. 

AVERTISSEMENT: Les haul parleurs KICKER ont la capacite de produ1re des niveaux sonores pouvant endommager l'oure de 
far;on irreversible ! L.:augmentation du volume d'un systeme Jusqu'a un niveau presentant une distorsion audible endommage 
davantage l'ou'ie que l'ecoute d'un systeme sans distorsion au meme volume. Le seuil de la douleur est touiours le signe que le 
niveau sonore est trop eleve et risque d'endommager l'ouie de far;on irreversible. Reglez le volume en fa1sant prevue de bon sens! 

L'expression "carburant pour v1vre plein pot" fait reference au dynamisme de la marque KICKER d'equipements audio pour 
vehicules et a paur but d'encourager nos clients a faire le maximum (" vivre plein pat ") dans tous les aspects de leur vie Les 
haut-parleurs et amplificateurs KICKER sont les meilleurs dans le domaine des equipements audio et representent done pour nos 
client le" carburant pour vivre plein pot· dans l'aspect" installation audio de vehicule" de leur vie. Nous encourageons tous nos 
clients a respecter toutes les lo1s et regIementat1ons locales relatives aux niveaux sonores acceptables a l'exterieur des veh1cules. 

P.O. Box 459 • Stillwater, Oklahoma 74076 • USA • (405) 624-8510 23 
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{fKICKER 
Authorized KICKER Dealer: 

Purchase Date: 

Serial Number: 

PERFORMANCE 

Woofer Size I in [mm] 

Tweeter Size I in [mm] 

Frequency Response I Hz 

PSC65 COAXIAL SPEAKERS 
Owner's Manual 

Max Recommended Amplifier Power [Watts] I PEAK/RMS 

Sensitivity [SPLo] I dB @ 1 W, 1 m 

6 1/2 [160] 

3/4 [20] 

40-20k 

120W/60W 

92.5 

Nominal Impedance [Zn] I ohm 

Weight I oz [g] 

Mounting Hole Diameter I in [mm] 

Mounting Depth I in [mm] 

Top Mount Height I in [mm] 

20 (PSC652), 40 (PSC654) 

15.2 [430] 

51/16 [128] 

2 [50] 

1 /4 [6.5] 

WARNING: KICKER products are capable of producing sound levels that can permanently damage your 
hearing! Turning up a system to a level that has audible distortion is more damaging to your ears than 
listening to an undistorted system at the same volume level. The threshold of pain is always an indicator 
that the sound level is too loud and may permanently damage your hearing. Please use common sense 
when controlling volume. 

Package Contents: 

(2) PSC65 Speakers 
(8) M4 x 25mm pan cross head woodscrews 
(4) 22ga, red crimp-style butt connectors 
(2) Grilles 

INSTALLATION 

(2) 12" wiring harnesses 
(8) M4 speed nuts 
(4) Gaskets 
(2) Kicker badges 

Please refer to your bike's factory service manual for disassembly/installation information. Typically, you 
should retain all factory screws, hardware, and grilles when upgrading your bike to a KICKER system. The 
KICKER PSC65 is compatible with factory locations using the included gaskets. If you are doing a custom 
installation, be careful not to drill into wiring or vehicle mechanisms. You are solely responsible for securely 
mounting the speakers. Use the included grilles and screws only when performing a custom installation. 

1. Remove your motorcycle's instrument panel according to the 
manufacturer's service manual. 
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2. Remove factory speakers. 
Remove the screws securing the factory speakers. 
Remove the speaker connectors while removing the factory speaker. 
NOTE: 2014 Harley Davidson - It is necessary to remove the outer fairing and speaker housings. 

Honda factory speaker location 

3. Install PSC65 in factory location. 
Connect the factory speaker connectors to the PSC65 terminals. 
Mount the PSC65 to the desired location with the proper gasket and secure using the factory hardware. 
Re-install your bike's access panel in the reverse order you disassembled it. 

Honda gasket 

/ 
Harley gasket 

/ 
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ACOUSTICS LIMITED WARRANTY 

When purchased from an Authorized KICKER Dealer, KICKER warrants this product to be free from 
defects in material and workmanship under normal use for a period of ONE (1) YEAR from date of 
original purchase. If this product is identified as "Refurbished" or "B Goods", the warranty is limited to 
a period of THREE (3) MONTHS from date of original purchase. In all cases you must have the original 
receipt. Should service be necessary under this warranty for any reason due to manufacturing defect 
or malfunction during the warranty period, KICKER will repair or replace (at its discretion) the defective 
merchandise with equivalent merchandise. Warranty replacements may have cosmetic scratches and 
blemishes. Discontinued products may be replaced with more current equivalent products. This warranty 
is valid only for the original purchaser and is not extended to owners of the product subsequent to the 
original purchaser. Any applicable implied warranties are limited in duration to a period of the express 
warranty as provided herein beginning with the date of the original purchase at retail, and no warranties, 
whether express or implied, shall apply to this product thereafter. Some states do not allow limitations on 
implied warranties; therefore, these exclusions may not apply to you. This warranty gives you specific legal 
rights; however you may have other rights that vary from state to state. 

WHAT TO DO IF YOU NEED WARRANTY OR SERVICE: 
Defective merchandise should be returned to your local Authorized Stillwater Designs (KICKER) Dealer 
for warranty service. Assistance in locating an Authorized Dealer can be found at www.kicker.com or 
by contacting Stillwater Designs directly. You can confirm that a dealer is authorized by asking to see a 
current authorized dealer window decal. 

If it becomes necessary for you to return defective merchandise directly to Stillwater Designs (KICKER), 
call the KICKER Customer Service Department at (405) 624-8510 for a Return Merchandise Authorization 
(RMA) number. Package only the defective items in a package that will prevent shipping damage, and 
return to: 

Stillwater Designs, 3100 North Husband St, Stillwater, OK 74075 

The RMA number must be clearly marked on the outside of the package. Please return only defective 
component systems. The return of functioning items increases your return freight charges. Non-defective 
items will be returned freightcollect to you. For example, if a subwoofer is defective, only return the 
defective subwoofer, not the entire enclosure. Include a copy of the original receipt with the purchase 
date clearly visible, and a "proof-of-purchase" statement listing the Customer's name, Dealer's name 
and invoice number, and product purchased. Warranty expiration on items without proof-of-purchase will 
be determined from the type of sale and manufacturing date code. Freight must be prepaid; items sent 
freight-collect, or COD, will be refused. 

WHAT IS NOT COVERED? 
This warranty is valid only if the product is used for the purpose for which it was designed. It does not 
cover: 
o Damage due to improper installation 
o Subsequent damage to other components 
o Damage caused by exposure to moisture, excessive heat, chemical cleaners, and/or UV radiation 
o Damage through negligence, misuse, accident or abuse. 
Repeated returns for the same damage may be considered abuse 
o Any cost or expense related to the removal or reinstallation of product 
o Speakers damaged due to amplifier clipping or distortion 
o Items previously repaired or modified by any unauthorized repair facility 
o Return shipping on non-defective items 
o Products with tampered or missing barcode labels 
o Products with tampered or missing serial numbers 
o Products returned without a Return Merchandise Authorization (RMA) number 
o Products purchased from an UNAUTHORIZED dealer 
o Freight Damage 
o The cost of shipping product to KICKER 
o Service performed by anyone other than KICKER 5) stillwaterdesigns 

NOTE: All specifications and performance figures are subject to change. Please visit the www.kicker.com for the most current information. 
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HOW LONG WILL IT TAKE? 
KICKER strives to maintain a goal of one-week service for all acoustics (subwoofers, midrange drivers, 
tweeters, crossovers, etc) returns. Delays may be incurred if lack of replacement inventory or parts is 
encountered. Failure to follow these steps may void your warranty. Any questions can be directed to the 
KICKER Customer Service Department at (405) 624-8510. Contact your International KICKER dealer or 
distributor concerning specific procedures for your country's warranty policies. 

INTERNATIONAL WARRANTY 

· Contact your International KICKER dealer or distributor concerning specific procedures for your country's 
warranty policies. 

Our goods come with guarantees that cannot be excluded under the Australian Consumer Law. You 
are entitled to a replacement or refund for a major failure and for compensation for any other reasonably 
foreseeable loss or damage. You are also entitled to have the goods repaired or replaced if the goods fail 
to be of acceptable quality and the fai lure does not amount to a major failure. 

GARANTIA INTERNACIONAL Versi6n Espanol 

Comunfquese con su concesionario o distribuidor KICKER internacional para obtener infor aci6n sabre 
procedimientos especfficos relacionados con las normas de garantfa de su pafs. 

La frase "combustible para vivir la vida Livin' Loud™ a todo volumen" se refiere al entusiasmo por la vida 
que la marca KICKER de estereos de autom6vil representa y a la recomendaci6n a nuestros clientes 
de que vivan lo mejor posible ("a todo volumen") en todo sentido. La lfnea de altavoces y amplificadores 
KICKER es la mejor del mercado de audio de autom6viles y por lo tanto representa el "combustible" 
para vivir a todo volumen en el area de "estereos de autom6vil" de la vida de nuestros c lientes. 
Recomendamos a todos nuestros clientes que obedezcan todas las reglas y reglamentos locales sabre 
ruido en cuanto a los niveles legales y apropiados de audici6n fuera del vehfculo. 

INTERNATIONALE GARANTIE Deutsche Version 

Nehmen Sie mit lhren internationalen KICKER-Fachhandler oder Vertrieb Kontakt auf, um Details uber die 
Garantieleistungen in lhrem Land zu erfahren. 

Der Slogan "Treibstoff fur Livin' Loud" bezieht sich auf die mit den KICKER-Autostereosystemen assoziierte 
Lebensfreude und die Tatsache, dass wir unsere Kunden ermutigen, in alien Aspekten ihres Lebens nach 
dem Besten ("Livin' Loud") zu streben. Die Lautsprecher und Verstarker von KICKER sind auf dem Markt 
fur Auto-Soundsysteme fuhrend und stellen somit den "Treibstoff" fur das Autostereoerlebnis unserer 
Kunden dar. Wir empfehlen alien unseren Kunden, sich bezuglich der zugelassenen und passenden 
Lautstarkepegel auBerhalb des Autos an die ortlichen Larmvorschriften zu halten. 

GARANTIE INTERNATIONALE Version Fram;aise 

Pour conna'ftre les procedures propres a la politique de garantie de votre pays, contactez votre revendeur 
ou distributeur International KICKER. 

AVERTISSEMENT: Les haut-parleurs KICKER ont la capacite de produire des niveaux sonores pouvant 
endommager l'ou'fe de fagon irreversible! L'.augmentation du volume d'un systeme jusqu'a un niveau 
presentant une distorsion audible endommage davantage l'ou'i'e que l'ecoute d'un systeme sans 
distorsion au meme volume. Le seuil de la douleur est toujours le signe que le niveau sonore est trap 
eleve et risque d'endommager l'ou'i'e de fagon irreversible. Reglez le volume en faisant prevue de bon 
sens! 

L'.expression "carburant pour vivre plein pot" fait reference au dynamisme de la marque KICKER 
d'equipements audio pour vehicules et a pour but d'encourager nos clients a faire le maximum (" vivre 
plein pot") dans taus les aspects de leur vie. Les haut-parleurs et amplificateurs KICKER sont les 
meilleurs dans le domaine des equipements audio et representent done pour nos client le " carburant 
pour vivre plein pot" dans l'aspect" installation audio de vehicule" de leur vie. Nous encourageons 
taus nos clients a respecter toutes les lois et reglementations locales relatives aux niveaux sonores 
acceptables a l'exterieur des vehicules. 
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{fKICKER HDSG "BAT WING" GRILLE 

HDSG Install Guide 
Please refer to your bike's factory service manual for disassembly/installation information. You should retain 
all factory screws and hardware. The KICKER HDSG is compatible with 2014-Newer Harley Davidson 
Electra Glide, Street Glide, and Ultra Glide motorcycles, and trike motorcycles with a bat-wing fairing. If 
you are doing a custom installation, be careful not to drill into wiring or vehicle mechanisms. You are solely 
responsible for securely mounting the grilles. 

Before you begin: Disconnect the cable from you battery's negative terminal. 

1. Remove your motorcycle's fairing and speaker cabinets according to the 
manufacturer's service manual. 
Disconnect the speaker wires and any cigarette lighter, CB, or antenna cables. 

2. Remove the factory grilles from the outer fairing. 
Remove the screws securing the factory grille. 

3. Install the KICKER HDSG grilles in the factory locations using the factory 
screws. 
Reconnect and re-install your bike's cabling, cabinets and fairing in the reverse order you disassembled 
them. 

KICKER products are warranted against defects. Duration and terms of warranty depend on the laws in the country in which 
it was purchased. For details see your local KICKER Dealer or www.kicker.com/warranty. 

Our goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a 
replacement or refund for a major failure and for compensation for any other reasonably foreseeable loss or damage. You 
are also entitled to have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not 
amount to a major failure. 

HDSG Guia de instalaci6n 
Consulte el manual de servicio de fabrica de su motocicleta para obtener informaci6n sabre el desmontaje 
y la instalaci6n. Debe conservar todos los tornillos y el material de fabrica. La HDSG de KICKER es 
compatible con las motocicletas Harley Davidson Electra Glide, Street Glide y Ultra Glide 2014 o 
posteriores, y con las motocicletas "trike" con carenado de alas de murcielago. Si realiza una instalaci6n 
personalizada, tenga cuidado de no perforar el cableado ni los mecanismos del vehfculo. Usted es el unico 
responsable de montar las rejilias de forma segura. 

Antes de comenzar: desconecte el cable def polo negativo de la baterfa. 

1. Retire el carenado y las cajas de altavoces de su motocicleta segun lo 
indicado en el manual de servicio del fabricante. 
Desconecte los cables del altavoz y de cualquier encendedor, radio o antena que tenga. 

2. Retire las rejillas de fabrica del carenado exterior. 
Retire los tornillos que aseguran la rejilla de fabrica. 

3. lnstale las rejillas HDSG de KICKER en las ubicaciones de fabrica 
utilizando los tornillos de fabrica. 
Vuelva a conectar e instalar el cableado, las cajas de altavoces y el carenado en el orden Inverso al orden 

en que los desmont6. 

Los productos KICKER estan garantizados contra defectos. La duracl6n y los terminos de la garantfa dependen de las 
leyes del pafs en donde se realiz6 la compra. Para mas detalles consulte a su distribuidor local de KICKER o visite www. 
kicker. com/warranty. 



HDSG lnstallationsanleitung 
lnformationen zur Demontage/lnstallation finden Sie im Wartungshandbuch lhres Motorrads. Sie sollten alle 
Fabrikschrauben und -hardware aufbewahren. KICKER HDSG ist kompatibel mit Harley Davidson Electra 
Glide-, Street Glide- und Ultra Glide-Motorradern sowie Trike-Motorradem mit Batwing-Verkleidung ab 
2014. Wenn Sie eine benutzerdefinierte Installation durchfuhren, achten Sie darauf, dass Sie nicht in die 
Verkabelung oder die Mechanik des Fahrzeugs bohren. Sie allein sind verantwortlich fur die sichere Montage 
der Gitter. 

Bevor Sie beginnen: Trennen Sie das Kabel vom Minuspol der Batterie. 

1. Entfernen Sie die Verkleidung und die Lautsprechergehause lhres 
Motorrads gemaB der Wartungsanleitung des Herstellers. 
Klemmen Sie die Lautsprecherkabel und alle Zigarettenanzunder-, CB- oder Antennenkabel ab. 

2. Entfernen Sie die werksseitigen Gitter von der AuBenverkleidung. 
Entfernen Sie die Schrauben, mit denen das werksseitige Gitter befestigt ist. 

3. Bringen Sie die KICKER HDSG-Gitter an den werksseitig vorgegebenen 
Stellen mit den werksseitigen Schrauben an. 
Klemmen Sie die Kabel wieder an und montieren Sie die Lautsprecher und die Verkleidung lhres Motorrads 
in der umgekehrten Reihenfolge, in der Sie sie demontiert haben. 

KJCKER-Produkte haben eine Garantie gegen Material- und Verarbeitungsfehler. Dauer und Bedingungen der Garantie 
hangen von den Gesetzen des Landes ab, in dem sie erworben wurden. Bzgl. Einzelheiten wenden Sie sich bitte an lhren 
ortlichen KICKER-Handler oder besuchen Sie www.kicker.com/warranty 

Guide d 1installation HDSG 
Veuillez consulter le manuel d'entretien du fabricant de votre moto pour les informations concemant 
!'installation et le demontage. II est recommande de conserver toutes les vis et pieces d'origine. Les 
enceintes HDSG de KICKER sont compatibles avec les modeles Harley Davidson Electra Glide, Street 
Glide, et Ultra Glide de 2014 et plus recents, ainsi qu'avec les trikes equipes d'un carenage chauve-souris. 
Si vous effectuez une installation personnalisee, veillez a ne pas percer les elements mecaniques ou les 
cables electriques de la moto. Vous etes seul responsable de la bonne installation des enjoliveurs. 

Avant de commencer : debranchez le cable de la borne negative de votre batterie. 

1. Retirez le carenage de votre moto ainsi que les boitiers des enceintes en 
vous referant au manuel du fabricant. 
Debranchez les cables du haut-parleur ainsi que les cables d'antenne, de CB ou d'allume-cigare. 

2. Retirez les enjoliveurs d'origine du carenage exterieur. 
Enlevez les vis qui maintiennent l'enjoliveur d'origine. 

3. lnstallez les enjoliveurs HDSG de KICKER a la place des enjoliveurs 
d'origine a l'aide des vis fournies. 
Rebranchez et reinstallez le cablage, les bortiers d'enceinte ainsi que le carenage de votre moto, dans 
l'ordre inverse duquel vous les avez demonte. 

Les produits KICKER sont garantis contre les defauts. La duree et les modalites de la garantie dependent des lois du pays 
dans lequel le produit a ete achete. Pour plus d'information veuillez verifier aupres de votre distributeur local KICKER ou 
visiter le site: www.kicker.com/warranty. 

S) sti I lwaterdesigns 
P.O. Box459 
Stillwater, Oklahoma 7 4076 
USA • (405) 624-8510 

©2018 Stillwater Designs 

HDSG-C-20180220 


	Motorcycle Audio Kit Installation Guide
	PXA Amplifier Owner's Manual 
	PS Coaxial Speakers Owner's Manual 
	HDSG "Bat Wing" Grille Install Guide

